
PolyesterPolyesterPolyesterPolyester backedbackedbackedbacked NitrocelluloseNitrocelluloseNitrocelluloseNitrocellulose
MembraneMembraneMembraneMembrane TypeTypeTypeType CNPCNPCNPCNPHHHH

DSTCNPHZZZ1049K
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OrderingOrderingOrderingOrdering InformationInformationInformationInformation

TypeTypeTypeType RollRollRollRoll WidthWidthWidthWidth (mm)(mm)(mm)(mm) LengthLengthLengthLength ofofofof RollRollRollRoll
(Meters)(Meters)(Meters)(Meters) QuantityQuantityQuantityQuantity (Meters)(Meters)(Meters)(Meters)

200CNPH-N-SS60

Please specify the width

50

Please specify the quantity
150CNPH-N-SS40 100
90CNPH-N-SS40
70CNPH-N-SS40
EXAMPLE:EXAMPLE:EXAMPLE:EXAMPLE: Type 200CNPH-N-SS60, 20 mm wide , 100 meters per roll, 10,000 meters
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ProductProductProductProduct Nitrocellulose Membrane for Rapid Test

ProductProductProductProduct TypeTypeTypeType CNPH

CCCCompositionompositionompositionomposition
ConstituentConstituentConstituentConstituent MaterialMaterialMaterialMaterial

PorePorePorePore SizeSizeSizeSize

70CNPH 90CNPH 150CNPH 200CNPH

Polymer Nitrocellulose Yes Yes Yes Yes

Backing Transparent
Polyester Yes Yes Yes Yes

PhysicalPhysicalPhysicalPhysical
PropertiesPropertiesPropertiesProperties PropertyPropertyPropertyProperty

PorePorePorePore SizeSizeSizeSize

70CNPH 90CNPH 150CNPH 200CNPH
Appearance:
White film on a transparent
backing

Yes Yes Yes Yes

Thickness of backing
(microns) 102 ± 5 102 ± 5 102 ± 5 102 ± 5

Thickness of membrane
(microns) 110 ± 15 110 ± 15 110 ± 15 110 ± 15

MembraneMembraneMembraneMembrane
PerformancePerformancePerformancePerformance
CharacteristicsCharacteristicsCharacteristicsCharacteristics

CharacteristicsCharacteristicsCharacteristicsCharacteristics
PorePorePorePore sizesizesizesize

70CNPH 90CNPH 150CNPH 200CNPH
Mean wicking time
(seconds), (4cm distance,
Normal Saline)

70 ± 12 90 ± 15 150 ± 20 200 ± 35

SupplySupplySupplySupply FormatFormatFormatFormat Membrane form - Rolls of desired width (10mm to 60mm)

Roll length - 50 to 100 meters

StorageStorageStorageStorage
ConditionConditionConditionCondition

Store in original foil packing at 1-35° C. Avoid direct sunlight.

Caution: Material should be kept away from heat radiators.

ShelfShelfShelfShelf LifeLifeLifeLife Best before one year from the date of slitting, when stored under above conditions.
Please retest if you plan to use after one year.
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