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SubjectSubjectSubjectSubject :::: ChangeChangeChangeChange inininin designdesigndesigndesign ofofofof vent/drainvent/drainvent/drainvent/drain valvesvalvesvalvesvalves usedusedusedused inininin mdi capsulecapsulecapsulecapsule filtersfiltersfiltersfilters

ScopeScopeScopeScope :::: ThisThisThisThis changechangechangechange willwillwillwill affectaffectaffectaffect 2",2",2",2", 5"5"5"5" andandandand 8"8"8"8" capsulecapsulecapsulecapsule filtersfiltersfiltersfilters withwithwithwith followingfollowingfollowingfollowing catalogcatalogcatalogcatalog numbersnumbersnumbersnumbers:::: ((((#### cancancancan

bebebebe anyanyanyany alphabetalphabetalphabetalphabet orororor numeral)numeral)numeral)numeral):

���� D###52#########
���� D###53#########
���� D###57#########

Background:Background:Background:Background:

In our efforts to improve the product design, a change has been initiated for vent/drain valves of

mdi 2", 5" and 8" capsule filters having catalog numbers as mentioned in the scope. The sharp

edges at the circumference of threaded nut cap (vent cap) shall be made smoother. This

advance change notification is initiated to provide the advance notification to the user.

The change will have no impact whatsoever on the product performance or it’s regulatory

compliance.

NeNeNeNeedededed forforforfor Change:Change:Change:Change:

The existing vent/drain valves of mdi 2", 5" and 8" capsule filters have been validated to perform the

smooth venting operation during use. The vent/drain valve of capsule filters contains vent pins

assembled/fitted in a threaded nut cap (vent cap). It was observed that the primary packaging of

capsule filter and Single Use Systems (having capsule filter as a component) sometimes gets

damaged due to sharp edges at the circumference of threaded nut cap (vent cap).

To prevent such damage, the design of vent/drain valves of mdi 2", 5" and 8" capsule filters shall be

improved and the sharp edges on the circumference of threaded nut cap (vent cap) shall be

made smoother.

No changes have been made/done to the materials of construction or performance parameters

or manufacturing process or critical dimensions or traceability.

HowHowHowHow DoesDoesDoesDoes ItItItIt AffectAffectAffectAffect thethethethe User:User:User:User:

This change is related to the vent/drain valves of mdi 2", 5" and 8" capsule filters and the design of

threaded nut cap (vent cap) shall be improved by smoothening of sharp edges on the

circumference. All product specifications including materials of construction as well as

performance specifications for capsule filters shall remain unchanged. The pictures describing the

change are shown in figure-1.



ADVANCEDADVANCEDADVANCEDADVANCED MICRODEVICESMICRODEVICESMICRODEVICESMICRODEVICES PVT.PVT.PVT.PVT. LTD.LTD.LTD.LTD.
20 - 21, INDUSTRIAL AREA, AMBALA CANTT – 133 006, INDIA
Phone : + 91 - 171 - 2699290, 2699471, 2699274
Website: www.mdimembrane.com

Page: 2 of 2

ChangeChangeChangeChange NoticeNoticeNoticeNotice No.No.No.No. NotificationNotificationNotificationNotification datedatedatedate ImplementationImplementationImplementationImplementation datedatedatedate
CN/F/24/007CN/F/24/007CN/F/24/007CN/F/24/007 MayMayMayMay 23232323,,,, 2020202024242424 MayMayMayMay 27,27,27,27, 2024202420242024

FigureFigureFigureFigure ---- 1111

EXISTINGEXISTINGEXISTINGEXISTING VENT/DRAINVENT/DRAINVENT/DRAINVENT/DRAIN VALVEVALVEVALVEVALVE NEWNEWNEWNEW VENT/DRAINVENT/DRAINVENT/DRAINVENT/DRAIN VALVEVALVEVALVEVALVE

ImplementationImplementationImplementationImplementation ofofofof Change:Change:Change:Change:

mdi 2", 5" and 8" capsule filters with catalog numbers as mentioned in the scope, manufactured

after the implementation date, will be with improved design of vent/drain valves (threaded nut

cap).

However, the available stock of mdi 2", 5" and 8" capsule filters with catalog number as mentioned

in the scope and having old design of vent/drain valves will be supplied til the stocks last.

In case you have any queries, please feel free to contact our Technical Support Team at

'info@mdimembrane.com'.

HeadHeadHeadHead ---- QualityQualityQualityQuality AssuranceAssuranceAssuranceAssurance
AdvancedAdvancedAdvancedAdvanced MicrodevicesMicrodevicesMicrodevicesMicrodevices Pvt.Pvt.Pvt.Pvt. Ltd.Ltd.Ltd.Ltd.


	Head-QualityAssurance

