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AnAnAnAn ISOISOISOISO 9001900190019001 CompanyCompanyCompanyCompany

The Microglassfiber filter has been
manufactured in a mdi facility in compliance
with ISOISOISOISO 9001900190019001 regulations using validatedvalidatedvalidatedvalidated
productionproductionproductionproduction processesprocessesprocessesprocesses.

ClariCapClariCapClariCapClariCap GSGSGSGS MicroglassfiberMicroglassfiberMicroglassfiberMicroglassfiber FiltersFiltersFiltersFilters

Catalog No. : IGSX0641MNXX104

Type : IGS

Pore Size : 0.7 µm

Lot Number : IG8567G

SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Membrane : Microglassfiber
Housing : Polypropylene
Filter Diameter : 25 mm
Effective Filtration Area (Nominal) : 5 cm²
Burst pressure : > 14 Kg/cm²

LOTLOTLOTLOT RELEASERELEASERELEASERELEASE CRITERIACRITERIACRITERIACRITERIA

IntegrityIntegrityIntegrityIntegrity TestedTestedTestedTested :::: Each lot has been sampled and tested for integrity after manufacture

WaterWaterWaterWater FlowFlowFlowFlow RateRateRateRate :::: ≥ 300 ml/min @ 0.70 kg/cm² @ 27 ºC

PRECAUTIONSPRECAUTIONSPRECAUTIONSPRECAUTIONS

1. During handling, avoid contamination of outlet.
2. If pressure required to maintain the required flow becomes too high, the filter unit should be changed.

CUSTOMERCUSTOMERCUSTOMERCUSTOMER SUPPORTSUPPORTSUPPORTSUPPORT
mdi offers its unique interdisciplinary skills to provide solutions to specific problems. Please contact our factory
or the local application specialist.
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