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The Sample Pad Type GFB has been
manufactured in mdi facility in
compliance with ISO-9001
regulations using validated
production processes.

SAMPLESAMPLESAMPLESAMPLE PADPADPADPAD

CATALOGCATALOGCATALOGCATALOG NONONONO :::: PGF4D35014X260X

TYPETYPETYPETYPE :::: GFB-R4(0.35)

LOTLOTLOTLOT NO.NO.NO.NO. :::: GL244444D-101

PHYSICALPHYSICALPHYSICALPHYSICAL TESTSTESTSTESTSTESTS RESULTSRESULTSRESULTSRESULTS SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Thickness (µm) : 379 370±70

Tare weight (mg/cm2) : 5.1 5.5±1.5

FUNCTIONALFUNCTIONALFUNCTIONALFUNCTIONAL TESTSTESTSTESTSTESTS

H2O Wicking Rate, 4cm distance (sec) : 52 50±20

Accelerated Gold Release Test : Pass No visible mark at
45 °C/24 hours point of application

DIMENSIDIMENSIDIMENSIDIMENSIONSONSONSONS

Length (mm) : 260 260±1.0

Width (mm) : 14 14±0.2

SLITTINGSLITTINGSLITTINGSLITTING/PACKAGING/PACKAGING/PACKAGING/PACKAGING DATEDATEDATEDATE : 16-Apr-2024

BESTBESTBESTBEST BEFOREBEFOREBEFOREBEFORE : 15-Apr-2026

SSSSTORAGETORAGETORAGETORAGE CONDITIONSCONDITIONSCONDITIONSCONDITIONS

Temperature : 1-35˚C

T.No.: COQ/SMP/002-01

Note : Sample Pad Type GFB should be stored in
a cool, dry place in original packing and
should be kept away from direct sun light
and heat radiators.


